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1. Finish Goods PKG photo

2. Packing method

- Printed plano box

labed

lape

label

Q1A Seal

Circular sprocket holes opposite the
latel side of reel

Gi Covertape

Carrier tape

Fig.1- Reel pack for SMD
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Table 1. Packing information

Package Reel Per Reel Reel Reels Inner box Inner box Outer box Outer Outer box
version dimensions (pcs) Weight per Inner | dimensions weight dimensions box weight
dxH (mm) (Kg) box LxWxH (Kg) LxWxH (pcs) (Kg)
(mm) (mm)
SMA ®330*18 5000 0.65 2 335*335*40 1.41 360*350*350 80000 11.7

3. Product orientation
Standard product orientation SMA

direction of feed

Fig 2. Product orientation in carrier tape

4. Carrier tape dimensions
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Dimensions are in millimeter
Pkg type A B c di d E F P PO T w
SMA 2.79 5.33 2.36 1.50 1.50 1.75 5.50 4.00 4.00 0.30 12.00
(Tolerance) +0.1 +0.1 +0.1 Max +0.1 +0.1 +0.1 +0.1 +0.1 +0.1 +0.3

Fig 3. Carrier tape dimensions
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5. Reel dimensions

D W1
Dimensions are in millimeter
Reel Option D D1 D2 G W1
13”7 330.0 72 13.00 12.40 18.00
(Tolerance) +0.3 min +0.2 min min

Fig 4. Reel dimensions
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